
JL256A Datasheet 
 

 
Overview 

 

The Aruba JL256A is a high-performance switch designed for both small and medium-sized businesses. With its advanced features 
and reliable performance, it offers a seamless networking solution for various applications. 

Quick Spec 

 
 

Product Code JL256A 

Type Aruba 2930F 48G PoE+ 4SFP+ Switch 

I/O ports and slots 

· 48 RJ-45 autosensing 10/100/1000 PoE+ ports (IEEE 802.3 Type 10BASE-T, IEEE 802.3u 
Type 100BASE-TX, 
IEEE 802.3ab Type 1000BASE-T, IEEE 802.3at PoE+) 
Duplex: 10BASE-T/100BASETX: half or full 1000BASE-T: full only 
· 4 SFP+ 1/10GbE ports; PHY-less 

Additional ports and 
slots 

1 dual-personality (RJ-45 or USB micro-B) serial console port 

Throughput up to 112.0 Mp/s 

Switching capacity 176 Gb/s 

PoE Available Power 370 W 

Dimensions 
4.39 x 44.25 x 30.42 cm ( 1.73 x 17.42 x 11.98 in) 
1U height 

 
 

Compare to Similar Items 
 

Product 
Code 

JL253A JL254A JL255A JL256A 

Type 
Aruba 2930F 24G 
4SFP+ Switch 

Aruba 2930F 48G 
4SFP+ Switch 

Aruba 2930F 24G PoE+ 
4SFP+ Switch 

Aruba 2930F 48G PoE+ 
4SFP+ Switch 

I/O ports 
and slots 

24 RJ-45 autosensing 
10/100/1000 ports 
(IEEE 802.3 Type 
10BASE-T, IEEE 
802.3u Type 
100BASE-TX, IEEE 
802.3ab Type 
1000BASE-T) Duplex: 
10BASE-T/100BASE-
TX: half or 
full; 1000BASE-T: full 
only 
· 4 SFP+ 1/10GbE 
ports; PHY-less 

48 RJ-45 autosensing 
10/100/1000 
ports (IEEE 802.3 Type 
10BASE-T, IEEE 802.3u 
Type 100BASE-TX, IEEE 
802.3ab Type 
1000BASE-T) Duplex: 
10BASE-T/100BASE-
TX: half or 
full 1000BASE-T: full 
only 
· 4 SFP+ 1/10GbE 
ports; PHY-less 

24 RJ-45 autosensing 
10/100/1000 PoE+ 
ports (IEEE 802.3 Type 
10BASE-T, IEEE 802.3u 
Type 100BASE-TX, IEEE 
802.3ab Type 
1000BASE-T, IEEE 
802.3at PoE+); Duplex: 
10BASE-T/100BASETX: 
half or full 1000BASE-T: 
full only 
· 4 SFP+ 1/10GbE ports; 
PHY-less 

48 RJ-45 autosensing 
10/100/1000 PoE+ 
ports (IEEE 802.3 Type 
10BASE-T, IEEE 802.3u 
Type 100BASE-TX, IEEE 
802.3ab Type 
1000BASE-T, IEEE 
802.3at PoE+) Duplex: 
10BASE T/100BASETX: 
half or full 1000BASE-T: 
full only 
· 4 SFP+ 1/10GbE ports; 
PHY-less 

Throughput up to 95.2 Mp/s up to 112.0 Mp/s up to 95.2 Mp/s up to 112.0 Mp/s 

Get a Quote 

https://topparagonresource.com/product/jl256a/
https://topparagonresource.com/contact-us/


Switching 
capacity 

128 Gb/s 176 Gb/s 128 Gb/s 176 Gb/s 

 

 
 
 

JL256A Specification 

JL256A Specifications 

Specification Description 

Brand Aruba 

Product Name Aruba 2930F 48G PoE+ 4SFP+ Switch 

Model Number JL256A 

Ports 48 x Gigabit Ethernet PoE+ ports, 4 x 1/10GbE SFP+ ports 

Flash Memory Installed 4 GB 

Memory Technology DDR3 SDRAM 

RAM Installed 1 GB 

Port Type 10/100/1000 (PoE+) 

Ports Type (2nd) 1 Gigabit / 10 Gigabit SFP+ (uplink) 

Power Supplies Installed 1 

Device Type Internal power supply 

MAC Address Table Size 32K entries 

Form Factor (Hubs & Switches) Rack-mountable 

PoE Budget 370 watt 

Switching Type Gigabit Ethernet 

Dimensions（W X H X D�?/td> 17.4 x 1.7 x 12 inch 

Operating Temperature 0°C to 45°C (32°F to 113°F) 

Operating Humidity 10% to 95% non-condensing 
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